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DESIGN SPECIFICATIONS

STANDARD SURFACE MOUNT SHIELD 
ONE-PIECE PART NO. BMI-S-102

APPLICATIONS:
• 48 VQFP
• 44, 48 QFP

Dimensions (mm)

STANDARD SURFACE MOUNT SHIELD 
TWO-PIECE PART NO. BMI-S-202

APPLICATIONS:
• 48 VQFP
• 44, 48 QFP

Dimensions (mm)

DESIGN SPECIFICATIONS

Footprint

Footprint

Carrier Tape

Carrier Tape

PART 
 NUMBER

MAXIMUM 
OVERALL 

DIMENSION

MAXIMUM 
OVERALL 
HEIGHT

CARRIER TAPE 
WIDTH 

CARRIER TAPE 
PITCH PARTS PER REEL

BMI-S-102  .650 x  .650 
(16,50 x 16,50)

 .142  
(3,60) 32 mm 24 mm 700

PART  
NUMBER

MAXIMUM 
OVERALL 

DIMENSION

MAXIMUM 
OVERALL 
HEIGHT

CARRIER TAPE  
WIDTH

CARRIER TAPE 
PITCH

PARTS PER 
REEL

BMI-S-202-F  .650 x  .650 
(16,50 x 16,50)

 .142 
(3,60) 32 mm 24 mm 700

The cover is ordered as a separate part .  The part number is BMI-S-202-C and is packaged in the same quantity as 
the frame .
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